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Refrigerant Oil Checker

Fast determine the refrigerant oil condition, to assist 
confirm the necessity of a A/C Service call.

1. Start the engine. 
2. Switch on A/C and turn down the blower of the A/C .
3. Wait for approximately 60 seconds until the pipe 
leading to the low side valve is warm to the touch. 
4. Put an oil phase tester on the low side valve and 
press the oil phase tester 2-3 times. 
5 Match the oil phase tester to the information below.



M�Series
Diagnostic�Leak�Detector

• Compact portable design, unit dimension as small as
130x85x185mm, with a hook to hang anyway in the
workshop for storage.

• Instant smoke generation, no warm-up required.

• Smart 5 minutes working cycle, enough for diagnosis
on most vehicles. it could be stopped at anytime, or 
trigger another working cycle.

• Over-heat protection with LED indication.

• Inbuilt air compressor that creates output pressure
up to 0.8Bar/11.5Psi and 5LPM flow rate.

• Digital pressure display.

• Pressure adjustable from 0.5 psi to 17psi.

• Patented smoke generation solution that generates
healthy, safe, harmless dense smoke.

• Patented intake bladder on which the inflatable rubber
is replaceable with just a screw driver.

• Detachable smoke hose and power cord.

• Entry level low cost choice without compromise on
function.

Accessories

Power Cord Smoke Hose Cone Adapter

Intake Bladder Spare Rubber Hook

HC�Autotech�Limited�is�a�engineering�company�focusing�on�creation/improvement/perfection�of��workshop�
equipments.�With�over�15�years’�experience�in�the�industry,�we�devote�ourselves�on�producing�creative,
innovative�products�that�increases�efficiency�of�workshop,�pinpoint�and�ease�the�difficulty�in�servicing�the
vehicles.�

Research�and�Development�is�always�a�focus�in�HC�Autotech.�After�years�of�effort,�HC�Autotech�now�in�held�of�
several�key�patents�and�tens�of�thousands�of�workshops�are�enjoying�our�solutions.

Creativity�and�stability�is�our�pursuit!

Specification
Power Supply:     12V Vehicle Battery
Current:                7±0.5 Amp
Delivery Size:      31x11.5x23.5cm
Delivery Weight: 2.5Kgs

Patents:

ZL 2018 1 1419210.9 
ZL 2019 1 0435847.5 
ZL 2019 1 1417876.0 
ZL 2019 3 0190149.4 
ZL 2019 2 0603986.X 
ZL 2018 2 1978228.8 
ZL 2019 2 0565324.8 



K1�Turbo
Diagnostic�Leak�Detector

• Compact portable design, unit dimension as small as
140x100x195mm, with a hook to hang anyway in the
workshop for storage.

• Instant smoke generation, no warm-up required.

• Smart 5 minutes working cycle, enough for diagnosis
on most vehicles. it could be stopped or trigger another 
working cycle at anytime.

• Over-heat protection with LED indication.

• Inbuilt air compressor that creates output pressure
up to 1.2Bar/17.5Psi and 8LPM flow rate.

• Patented smoke generation solution that generates
healthy, safe, harmless dense smoke.

• Patented intake bladder on which the inflatable rubber
is replaceable with just a screw driver.

• Detachable power cord and function extendable smoke 
hose.

• Complete accessories for all-round jobs on a car.

Accessories

Accessories

Optional Accessories

Optional Accessories

Fluid Gauge

Specification
Power Supply:     12V Vehicle Battery
Current:                7±0.5 Amp
Delivery Size:      31x16.5x35.5cm
Delivery Weight:  4.0Kgs

Specification
Power Supply:     12V Vehicle Battery
Current:                7±0.5 Amp
Delivery Size:      31x16.5x35.5cm
Delivery Weight:  4.0Kgs

K1�GT
• Compact portable design, unit dimension as small as
140x100x195mm, with a hook to hang anyway in the
workshop for storage.

• Digital flow rate indication ensure higher accuracy.

• Instant smoke generation, no warm-up required.

• Smart 5 minutes working cycle, enough for diagnosis
on most vehicles. it could be stopped or trigger another 
working cycle at anytime.

• Over-heat protection with LED indication.

• Inbuilt air compressor that creates output pressure
up to 1.2Bar/17.5Psi and 8LPM flow rate.

• Patented smoke generation solution that generates
healthy, safe, harmless dense smoke.

• Patented intake bladder on which the inflatable rubber
is replaceable with just a screw driver.

• Detachable power cord and function extendable smoke 
hose.

• Complete accessories for all-round jobs on a car.

Power�Cord

Power�Cord

Smoke�Hose

Smoke�Hose

Cone�Adapter

Cone�Adapter

Intake�Bladder

Intake�Bladder

Spare�Rubber

Spare�Rubber

Hook

Hook

Pressure�Gauge

Pressure�Gauge

Smoke�Diffuser

Smoke�Diffuser

Carry Case

Carry Case

BMW Adapter

BMW Adapter

Pneumatic Shock
Absorber Test Kit

Pneumatic Shock
Absorber Test Kit

Cylinder Test Kit

Cylinder Test Kit

Multi-purpose
Test Kit

Multi-purpose
Test Kit



X3
Dual�Mode�Diagnostic�Leak�Detector

X5
Heavy�Duty�Diagnostic�Leak�Detector

• Professional desktop design, with tough ABS side shells.

• Dual pressure supply for EVAP as well as regular diagnosis
purpose.

• Instant smoke generation, no warm-up required.

• Smart 5 minutes working cycle, enough for diagnosis
on most vehicles. it could be stopped or trigger another 
working cycle at anytime.

• Over-heat protection with LED indication.

• Inbuilt air compressor that creates output pressure at 
0.5Psi or 1.2Bar/17.5Psi and 8LPM flow rate.

• Patented smoke generation solution that generates
healthy, safe, harmless dense smoke.

• Patented intake bladder on which the inflatable rubber
is replaceable with just a screw driver.

• Detachable power cord and function extendable smoke 
hose.

• Complete accessories for all-round jobs on a car.

• Professional desktop design, with tough ABS side shells.

• Shop air driven 0~120Psi/8bar pressure and up to 20LPM 
flow rate.

• Instant smoke generation, no warm-up required.

• Smart 5 minutes working cycle, enough for diagnosis
on most vehicles. it could be stopped or trigger another 
working cycle at anytime.

• Over-heat protection with LED indication.

• Patented smoke generation solution that generates
healthy, safe, harmless dense smoke.

• Patented intake bladder on which the inflatable rubber
is replaceable with just a screw driver.

• Detachable power cord and function extendable smoke 
hose.

• Complete accessories for all-round jobs on all kinds of 
vehicle.

Optional Accessories

Specification
Power Supply:     12V Vehicle Battery
Current:                7±0.5 Amp
Delivery Size:      35x23.5x40cm
Delivery Weight:  5.5Kgs

Specification
Power Supply:     12V Vehicle Battery
Current:                7±0.5 Amp
Delivery Size:      36.5x28.5x41cm
Delivery Weight:  8Kgs

Accessories

Accessories

Optional Accessories

Power�Cord

Power�Cord

Smoke�Hose

Smoke�Hose

Cone�Adapter

Cone�Adapter

Intake�Bladder

Intake�Bladder

Spare�Rubber

Spare�Rubber

Smoke�Diffuser

Accessory Case

Accessory Case

BMW Adapter Pneumatic Shock
Absorber Test Kit

Pneumatic Shock
Absorber Test Kit

Cylinder Test Kit

Cylinder Test Kit

Multi-purpose
Test Kit

Multi-purpose
Test Kit

EVAP�Test Kit Block-off Cap set

HD Intake Bladder HD Spare Rubber

Male Extention 
coupler

Smoke Nozzle
Convertor



G6�
EVAP�Diagnostic�Leak�Detector

• Professional desktop design, with tough ABS side shells.

• For EVAP  diagnostic purpose.

• Instant smoke generation, no warm-up required.

• Smart 5 minutes working cycle, enough for diagnosis
on most vehicles. it could be stopped or trigger another 
working cycle at anytime.

• Over-heat protection with LED indication.

• Shop air driven that creates output pressure at 0.5Psi and 
17LPM flow rate.

• Patented smoke generation solution that generates
healthy, safe, harmless dense smoke.

• Patented intake bladder on which the inflatable rubber
is replaceable with just a screw driver.

• Detachable power cord and function extendable smoke 
hose.

• Complete accessories to fit EVAP system of all kinds of cars.

Specification
Power Supply:     12V Vehicle Battery
Current:                7±0.5 Amp
Delivery Size:      35x23.5x40cm
Delivery Weight:  5.5Kgs

Optional�Accessories
for�diagnostic�leak�detector

Pneumatic�Shock�Absorber�Test�Kit Cylinder�Test�Kit
For testing of pneumatic shock absorber, which are 
available on Porsche, Bentley, some VW and others.

Fitting size M8 and M12 to G1/8.

For testing of Cylinder leaks with smoke.

Fitting size M12 and M14 to G1/8.

It require knowhow of the engine cylinder to avoid cause
damage to the engine.

Multi-Purpose�Test�Kit
This kit comes with 5 adapters that the fitting diameter could 
be continuously from 17mm to 55mm to seal different sized 
opening for leak test purpose.�Either with smoke, or a hand
pump which comes with a pressure gauge.

Fuel system 
adapter

Smoke�Hose Cone�Adapter

Spare�Rubber

Smoke�Diffuser

EVAP�Pro Kit Accessory Case

BMW Adapter

Block-off Cap set

EVAP�Pro�Kit

Convertor adapter sets to realize 
professional leak test on EVAP system.
Packing include: DN 7.89/9.49/9.89/
11.8/14.75/15.8 fuel system coupler set, 
3 way adapter, and 1.0/0.5mm leak size 
identifiers. 
All with G1/8 thread.

Accessories

Power�Cord

Intake�Bladder

EVAP�Test Kit



Pro1 Mini

• Compact portable design, easy to carry and place onto any tool trolley.

• Suitable for Dot3, Dot4, Dot 5.1 brake fluid standard.

• Mechanical liquid pressure control dynamic regulation, all metal components, patented technology which differs from
traditional pressure regulation methods:
  - Needle release valve: not accurate and massive flow rate depreciation.
  - Shop air regulator: shop air regulator is not suitable for liquid pressure control, there’s an overflow release port on the
regulator, once the oil return pipe’s blocked by dirt, the liquid would spew from the overflow release port.

• Clean and exchange brake fluid of ABS,ESP,DES and SBC, some vehicle may need assistance of a diagnostic scanner.

• Pulsating technology at 50Hz, ensure quick bleeding and better cleaning result.

• Automatically stop work when the new fluid container becomes empty, avoid pushing air into the brake system.

• Zero pressure while connect/disconnect from the adapters.

• Special designed durable European/Nitto type of quick coupler.

• Standard pack include a cylinder fluid collect bottle and an E20 adapter, which fits most European cars.

Voltage:                                 110~120V / 220~240V
Max. Power:                          70W
Max Flow :                             2.8LPM
Working Pressure :              0.6~3Bar
Max. Container Capacity:   5Liters
Filling Hose Length:            3.5Meters
Noise:                                    <70dB
Dimension:                           26.5x20.5x34cm

Voltage:                                 110~120V / 220~240V
Max. Power:                          35W
Max Flow :                             1.8LPM
Working Pressure :              0.6~3Bar
Max. Container Capacity:   5Liters
Filling Hose Length:            3.5Meters
Noise:                                    <70dB
Dimension:                           26.5x20.5x34cm

Voltage:                                 110~120V / 220~240V
Max. Power:                          35W 
Max Flow Rate:                     1.4LPM
Working Pressure:               0.6~3Bar
Filling Hose Length:             3.5Meters
Noise:                                    <70dB
Dimension:                            25x18.5x28cm

Specifications

Specifications

Pro1�Lite

Brake Fluid Bledder

Accessories

Accessories
Accessories

01x
E20�Adapter

01x
E20�Adapter

01x
E20�Adapter

01x
28mm�Extension�
for�E20�Adapter

01x
28mm�Extension�
for�E20�Adapter01x

28mm�Extension�
for�E20�Adapter

01x
18mm�Extension�
for�E20�Adapter

01x
18mm�Extension�
for�E20�Adapter01x

18mm�Extension�
for�E20�Adapter

01x
5�Liter�new�fluid�tank

01x
5�Liter�new�fluid�tank

01x
1.5�Liter�fluid�

collection�bottle

01x
1.5�Liter�fluid�

collection�bottle01x
1.5�Liter�fluid�

collection�bottle

Note

Note
Note

• Application voltage shall be informed at order placement.
• Application power plug type shall be informed at order 
placement.
• Application quick coupler could be Euro type/Nitto type,
confirm at order placement.

• Application voltage shall be informed at order placement.
• Application power plug type shall be informed at order 
placement.
• Application quick coupler could be Euro type/Nitto type,
confirm at order placement.

• Application voltage shall be informed at order placement.
• Application power plug type shall be informed at order 
placement.
• Application quick coupler could be Euro type/Nitto type,
confirm at order placement.

Pro1



Voltage:                                110~120V / 220~240V
Max. Power:                         88W
Max Flow:                             2.8LPM
Max. Suction Rate:             0.2LPM
Working Pressure               0.6~3Bar
Max. Container Capacity:  5 Liters
Filling Hose Length:           3.5Meters
Noise                                   <70dB
Dimension:                         26.5x26x34cm

Pro1�Plus

Accessories

Accessories

Accessories

01x
E20�Adapter

01x
E20�Adapter

01x
E20�Adapter

01x
28mm�Extension�
for�E20�Adapter

01x
28mm�Extension�
for�E20�Adapter

01x
28mm�Extension�
for�E20�Adapter

01x
18mm�Extension�
for�E20�Adapter

01x
18mm�Extension�
for�E20�Adapter

01x
18mm�Extension�
for�E20�Adapter

01x
250cm�Power�Cord

01x
250cm�Power�Cord

01x
250cm�Power�Cord

01x
5�Liter�new�fluid�tank

01x
1.0�Liter�suction�fluid�tank

01x
1.5�Liter�fluid�

collection�bottle

01x
1.5�Liter�fluid�

collection�bottle

01x
1.5�Liter�fluid�

collection�bottle

Note

Note

Note

• Application voltage shall be informed at order placement.
• Application power plug type shall be informed at order 
placement.
• Application quick coupler could be Euro type/Nitto type,
confirm at order placement.

• Application need external 12V6A power supply.
• Application quick coupler could be Euro type/Nitto type,
confirm at order placement.

• Application need external 12V6A power supply.
• Application quick coupler could be Euro type/Nitto type,
confirm at order placement.

• Application need external 12V6A power supply.
• Application quick coupler could be Euro type/Nitto type,
confirm at order placement.

12VDC

12VDC 
SMART DIGITAL 
CONTROL

12VDC 
SMART DIGITAL 
CONTROL

PRO1 AIO

PRO1 E-AIO

Voltage:                                 12VDC
Max. Power:                          50W 
Max Flow Rate:                     1.8LPM
Working Pressure:               0.6~3Bar
Filling Hose Length:             3.5Meters
Noise:                                    <70dB
Dimension:                            26x20x24cm

Voltage:                                 12VDC
Max. Power:                          50W 
Max Flow Rate:                     1.8LPM
Working Pressure:               0.6~3Bar
Filling Hose Length:             3.5Meters
Noise:                                    <70dB
Dimension:                            26x20x24cm

Specifications

Specifications

Pro1 E-Mini

Voltage:                                 12VDC
Max. Power:                          35W 
Max Flow Rate:                     1.4LPM
Working Pressure:               0.6~3Bar
Filling Hose Length:             3.5Meters
Noise:                                    <70dB
Dimension:                            25x18.5x28cm

Specifications

Accessories

01x
E20�Adapter

01x
28mm�Extension�
for�E20�Adapter

01x
18mm�Extension�
for�E20�Adapter

01x
1.5�Liter�fluid�

collection�bottle

Note



P10 Adapter Kit
For�Cars

P17 Adapter Kit
For�Cars

U80 Adapter
For�Cars�&�Commercial�Vehicles

#1(E20) Benz, BMW, VW, AUDI,SKODA,VOLVO,JAGUAR,
LAND ROVER, BENTLY, PORSCHE, BUICK,CHEVROLET,
FORD,PEUGEOT,CITROEN,CHERY,CHANGAN,MAZDA,
BYD,RENAULT,GEELY,GREAT WALL, LEXUS, MG,
CADILLAC,etc.
#2�JAC,HYUNDAI,DFM,KIA,SUBARU,RENAULT,INFINITI,
MITSUBISHI,INFINITI,BAIC,BJEV,NISSAN
#3�BUICK�COMMERCIAL�VEHICLE
#4�FORD,AUDI,PEUGEOT,TOYOTA
#5 HONDA
#6 BYD,HONDA
#7 BUICK,FORD,MAZDA,CADILLAC
#8 DODGE,JEEP,CHRYSLER
#9 DONGFENG
#10 NISSAN
8 / 9 / 10 /11mm�bleeder screw wrench

Note:
The adapter compatible list is for reference only, it’s common that
the coverage of the adapters varies in field applicances.

#0 TESLA
#1~#10 same coverage as P10 but with totally new design
#11�Delica�(Mitsubishi)
#12�SUZUKI
#13�WULING
18/28cm extension for #1 and #6
Refill adapter

Note:
The adapter compatible list is for reference only, it’s common that
the coverage of the adapters varies in field applicances.

Universal adapter up to diameter 80mm 

B14 Adapter Kit
For�Motocycles

B25 Adapter Kit
For�Motocycles

#A      Universal big
#B      Yamaha
#C      Yamaha
#D       Universal Small
#E       KYMCO
#F       KYMCO
#G       Universal Small

#H       YAMAHA
#I         SYM
#J        SYM
#K       GOGORO
#L        HONDA
#M       GOGORO
#N        Refill adapter

KYMCO G6 G-Dink300i 
VJR-125 Many-125
ROMEO-125 SYM RV180EURO
HONDA MONKEY-125

Yamaha FORCE 2.0 

KYMCO KRV-180

SYM JET`S&FIGHTER-6
Vega125 Mio115 GT-125

SYM DRG-keyless MMBCU

BW`S-125 CYGNUS-X125 
HONDA M-SX125 PGO Jbaba125 
SYM VEGA125 GTS300 DRG158
SUZUKI Address110 BURGMAN 
400/200

Aeon Ai-1 Ai-2 Ai-3

YAMAHA TRICITY125/155/300
CYGNUS GRYPHUS GEN6
BW`S-125

KYMCO G5
KYMCO G3.4.5.GP

GOGOROⅡ YAMAHA EC-05
PGO Ur-1 Ur-2 
Spring 125i ONEX S7 S7R

KYMCO-Down Town350 Xciting K-XCT
SYM MAXSYM600 SB300 T2 T3 
KAWASAKI J300
HONDA CB1300 X-ADV CBR650R/F
CB600/900HORNET CB1100 
CTX700/1300 CB400/
1300SF CRF1000 VFR800F 
STX1300 NC700/750 X-ADV 
FSC600CB650RGL1500/1800 

YAMAHA T-MAX500/530/560 
BOLT-950
V-STAR1300

YAMAHA CYGNUS
YAMAHA R3 MT-03 X-MAX-300 
BW`S-125 CYGNUS-X125 
HONDA M-SX125 PGO Jbaba125
SYM VEGA125 GTS300 DRG158
SUZUKI BURGMAN 400/200

YAMAHA S-MAX155/ FORCE155
BWS-R-125 
CYGNUS-X125 GEN4/5

KYMCO AK550

YAMAHA MT-07/09/10 FZ-6N 
XJR-1300  XSR900/700 
FJR1300 SR400 SCR950 
FZ-1 TRACER- 900GT XT1200Z 
TENERE700  KAWASAKI 
ZRX-1200 ZR-7S ZX-12R

YAMAHA S-MAX155/ FORCE155
BWS-R-125 CYGNUS-X125 4/5

Vespa 300/150/125 
SYM RX-110

YAMAHA AXIS Z-125 AEROX-155 
QBIX-125
Limi Vinoora RS NEO JOG-125 
N-MAX-155

GOGORO Refill Adapter



Gasoline�Injector�Test�Kit
GIT-01

• A quick tool for testing the working condition of fuel injectors.
• Testing of pre-injection fuel injectors,eg. PFI,MPFI,EFI etc.
• Four driving modes
Mode 1: Single pulse mode. 
 A pulse with a pulse width of approximately 255 milliseconds.
Mode 2: Short pulse mode. 
50 pulses with a pulse width of approximately 7 milliseconds.
Mode 3: Long pulse mode. 
100 pulses with a pulse width of approximately 3.5 milliseconds.
Mode 4: Continuous pulse mode. 
Continuously output pulses with a pulse width of approximately 
7 milliseconds.

Packing List 
• 01 Main Unit 
• 01 Power Cord 
• 01 Signal Cord 
• 01 Cleanser Fitting Φ 13.5 
• 01 Cleanser Fitting Φ 10.5

Single Channel Universal
Fuel�Injector�Driverbox
GD-1

A quick tool for testing the working conditions of single automotive 
fuel injectors.
• Adapt to pre-injection automotive fuel injectors, as well as 
various GDI Peak&Hold and Piezo fuel injectors.
• Automatically determine the type of fuel injector(Coil type/Piezo).
• Power up by DC12V car battery.
• Five speed patterns: 1, 2, 5, 10, 20Hz.
• The kit comes with multiple adapters, for installing the GDI 
injectors on a regular fuel injector test bench to achieve capacity 
of testing the sprayability of all kinds of GDI injectors.

•  Adapt to all kinds of fuel injectors on the market, including 
low resistance, high resistance PFI,EFI,MPF etc., and GDI coil 
type(Peak&Hold), GDI piezoelectric type.
•  Peak&Hold GDI coil drive voltage&current adjustable between 
60-100Volts& 3-20Amps.
•  GDI piezoelectric drive voltage&current adjustable between
100-170Volts& 3-20Amps.
• power supply could be DC12V car battery, or a DC12V6A switch
power(not included in the delivery).
•  Adjustable RPM and pulse width, supporting jog mode, standard 
mode, and variable speed testing.
• Equipped with various adapter connectors and accessories, 
for installing the GDI injectors on a regular fuel injector test bench
to achieve capacity of testing up to 6 injectors at the same time.
• Requirement of the injector test bench:
- have Φ�13-13.5mm adapters.
- can build up oil pressure.

Specifications
Power supply:           12V car battery
Current:                     1.0 A
Host size:                  11x7.5x2.5cm
Packaging size:        13x17.5x9cm
Packaging weight:    0.35 kgs

Specifications
Power supply: 12V car battery
Current: 4.0 A
Driving performance:
Low resistance 12V locked
High resistance 12V locked
GDI coil type 60-100V adjustable
GDI piezoelectric 100-170V adjustable
Current 3-20A
RPM 120-2400 step 120
Pulse width 4000-9900 μs
Test mode: jog/standard/variable speed test
Host size: 11x7.5x2.5cm
Packaging size: 30x20.5x9.5cm
Packaging weight: 1.15 kgs

X6

X6

X6

X6

X6

X6

All-Purpose
6-Channel�Injector�Driverbox
GDI-6

Parts�List
Qty.x�Name�����������������    Remark
01x�Main�Host��������������������
01x�Power�Cord������������ Or external�12V5A Switch�Power
06x�Signal�Cord�������������GDI Signal�Cord
06x�Jumper�Cord�����������Signal�Cord�for�Regular�Injectors
06x�Φ15/15.8 Adap.   GDI�Adapter�to�Φ13.
06x�Φ11.6�Adapter
w/z�O-ring���  
06x�Φ11.6  Adapter    GDI�Adapter�to�Φ13.
06x M12�Adapter�����    GDI�Adapter�to�Φ13.
06x Φ10*20 Washer��For�install injectors with small noozle
06x Φ14*20 Washer��Or�install injectors with small noozle
02x M6�Lead�Thread���25cm Long�thread�to fit GDI�injectors
02x M6Locking�Nuts���for�locking�of the�fuel�rail
02x M8/10to M6�         Thread�Convertor�for�the�mounting�port

ON�OFF
/jog�mode

Start/Stop

Nav.[Back]

NAV.[UP]

NAV.[DOWN]

NAV.[Confirm]

Specifications
Power supply:                12V car battery
Current:                          1.0 A
Host size:                       11x7.5x2.5cm
Packaging size:             13x17.5x9cm
Packaging weight:         0.3 kgs

GDI Adapter to Φ13.



01x
Acc.Box

01x
Power�cord(US)

01x
Power�Cord(EU)

01x
Fuel�Rail(Φ13Adap.)

02x
Fuel�Hose

02x
Locking�Thread

02x
Lock�Nut

03x
Block Screw

04x
M12 Adapter

04x
Φ11 Adapter

04x
Φ12 Adapter

04x
Φ12.5�Adapter

04x
Φ13.6�Adapter

04x
Φ14�Adapter

04x
Φ15�Adapter

04x
Φ10�Washer

04x
Φ14�Washer

04x
GDI Signal Cord

04x
Signal Jumper

01x
Ultrasnoic Bath 

layer

01x
Utrasonic Bath 

Cover

GDI-4M�Injector�Tester
Optional�10bar/20bar�version

•  Powerful 4-channel automotive fuel injector cleaning test 
bench, with cutting-edge technology.
Adapt to all kinds of automotive fuel injectors on the market, 
including low/high resistance pre-injection type, GDI coil type, 
GDI piezoelectric type.
•  Peak&Hold GDI coil drive voltage&current adjustable between 
60-100Volts& 3-20Amps.
•  GDI piezoelectric drive voltage&current adjustable between
100-170Volts& 3-20Amps.
•  AC 90-240V global voltage support.
•  Equipped with a high-definition LCD display screen and menu 
style function settings, the operation is simpler and intuitive.
•  Built in high-precision digital dynamic pressure sensor, 
intelligent fuel supply and oil pressure balance system, which
ensure stable oil pressure during testing, lower power 
consumption, and a maximum oil pressure supply of 20 bar.
•  Test cylinders’ diameter as big as 50mm, which  provides 
a more comprehensive observation of the spray pattern.
•  Three testing modes: sprayablity / leakage / acceleration test.
•  Integrated ultrasonic bath, achieving smaller volume and 
weight, help to save on global transportation cost.

Specifications
Power input: 90-240VAC, 50/60Hz
Packaging: 34x36x41cm/9.1 kg
Sub models: GDI-4M-10 (10Bar)/GDI-4M-20 (20Bar)
Ultrasonic power: 60W
Driving performance
Low resistance 12V locked
High resistance 12V locked
GDI coil type 60-100V adjustable
GDI piezoelectric 100-170V adjustable
Current: 3-20A adjustable
RPM: 120-2400 step 120
Pulse width: 4000-9900 μs

Coolant�Vacuum�Refiller
CV-02

• A quick tool for changing car antifreeze to avoid air locks.
• High vacuum up to -85Kpa.
• No electricity required, driven by air source.
• Three radiator adapters at different size, to fit all kinds of radiators.
• Three types of shop air adapters.

Specifications
Air source: 6-10bar
Packaging size: 27x32x7cm
Packaging weight: 1.6 kgs

ø17-31mm ø24-39mm ø34-50mm

10Bar  GDI-4M-10
20Bar  GDI-4M-20
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